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CONSTRUCTION DETAILS (

INSTALL 40 FT. CLASS II WOOD POLE - CUT TO 20 FT (10 FT. ABOVE GROUND/10 FT.
UNDERGROUND) WITH PEDESTRIAN SIGNAL HEADS AND 1-3 IN. PVC RISER.
INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED)

INSTALL 12 IN. WHITE LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS
FOR CROSSWALK.

INSTALL 24 IN. WHITE LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS
FOR STOPLINE. :

REMOVE AND DISPOSE OF EXISTING TRAFFIC SIGNAL EQUIPMENT. CAP AND ABANDON
CONDUITS IMPACTED BY THE REMOVAL OF ISLANDS.

INSTALL 1-3 INCH CONDUIT BEND IN EXISTING BASE MOUNTED CABINET.

INSTALL NEW PEDESTRIAN SIGNAL HEADS ON EXISTING STRAIN POLE.

. USE EXISTING SPAN WIRE.
. USE EXISTING CONDUIT.

USE EXISTING HANDHOLE.

. REMOVE EXISTING PAVEMENT MARKINGS.

HANDHOLE TO BE REMOVED BY CLASS II EXCAVATION.

ABANDON EXISTING CONDUIT. - ,

PULL AND RE-ROUTE EXISTING INTERCONNECT CABLE AS SHOWN
ON WIRING DIAGRAM (SEE GENERAL INFORMATION SHEET).

. USE EXISTING UTILITY POLE , .

STV Incorporated

- engineers /architects /planners /construction managers
7125. Ambassador Road Baltimore, MD 21244-2722 (410) 944-9112
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GENERAL NOTES

AND CONDUIT BY HAND.

5.  ALL PAVEMENT MARKINGS SHALL
6. THE CONTRACTOR SHALL VERIFY
7. THE CONTRACTOR SHALL VERIFY
8. ALL EXISTING TRAFFIC SIGNAL

OF THE SIGNAL MODIFICATION.
9. THE CONTRACTOR SHALL ENSURE

TEMPORARY TRAFFIC SIGNAL FOR MOT

TOR SHALL BE REQUIRED TO EXCAVATE FOR FOUNDATION

BE INSTALLED IN ACCORDANCE WITH MDSHA STANDARDS.

THE PROPOSED POLE LOCATIONS PRIOR TO INSTALLATION.

ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.
EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION

STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY

TRAFFIC ENGINEERING DESIGN DIVISION
MD 193 (UNIVERSITY BOULEVARD) AT MD 320 (PINEY BRANCH ROAD)
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1. THE CONTRACTOR SHALL CONTACT MISS UTILITY TO VERIFY ALL UNDERGROUND UTILITIES PRIOR TO THE INSTALLATION OF PROPOSED
SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER. '
2. THE CONTRACTOR SHALL CONTACT MCDPW&T TMC AT 240-777-2100., 72 HOURS PRIOR TO MARK UNDERGROUND SIGNAL EQUIPMENT.
3. MONTGOMERY COUNTY WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET WIRING.
FOR ROUTING AND PROPERLY LABELING ALL SIGNAL CABLES.
4. WITHIN 36 IN. OF UNDERGROUND UTILITY LOCATIONS. THE CONTRAC

THE CONTRACTOR SHALL BE RESPONSIBLE

THE EXISTING TRAFFIC SIGNAL REMAINS OPERATIONAL UNTIL RECONSTRUCTED TRAFFIC SIGNALS
ARE OPERATIONAL. (SEE ULTIMATE SIGNAL PLANS AND TRAFFIC CONTROL PLANS FOR DETAILS ON MAINTANENCE OF TRAFFIC.)

10.VIDEQ CAMERA ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER.

11.THE CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL ABANDONED ELECTRICAL CABLES.

12.THE CONTRACTOR SHALL CENTER THE PROPOSED CROSSWALKS ON TEMPORARY HMA CONSTRUCTED RAMPS.
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